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TYPE FM 401 FDS Dimensions Unit :mm
SIZE d @s | L1 L H w
= GATE VALVE, CLASS 1500 sy 7 P - 170 | 100
= FULL PORT, DESIGN API 602 | EERSTRERD - o
D BEIEOEEplEelh A 3/4" 18 27.2 13 111 230 | 125
0S & Y (OUTSIDE SCREW & YOKE) ; :
= OPTION: MATERIAL LF2/ F5/ F11/ F304/ ! s |13 L 120 e
F304L/F316/ F316L 1-1/4" 28.5 42.7 13 120 283 160
CLASS 150/ 600/ 800/ 900/ 2500 1-1/2" | 36 488 | 13 140 | 325 | 180
P4 42 612 | 16 170 | 334 | 200
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/8 - 2 G3FM402FDS-17-R0
TYPE FM 402 FDS Dimensions Unit :mm
SIZE | L | H | w | 2s | L1
= GLOBE VALVE, CLASS 1500 3/8" 79 166 100 17.6 96
u
FULL PORT, DESIGN API 602, INTEGRAL SEAT 12" 9 175 100 218 96
- B HOTE ED) B0 A 3/4" 111 209 125 27.1 12.7
OS & Y (OUTSIDE SCREW & YOKE) i ’ ’
= OPTION: MATERIAL LF2/ F5/ F11/ F304/ ! ko 2 160 A 14
CLASS 150/ 600/ 900/ 2500 =172 172 300 180 48.7 127
2" 220 327 200 61.1 15.9
Disclaimer: The information, specifications and technical data contained in this catalogue are subjected to change without prior notice. User should PipeLine Quality
verify all technical data and specifications prior to use. The manufacturer does not warrant that the information in this catalogue is current or correct SINGAPORE
and assumes no responsibility for the use or misuse of any such material and information by the user.



