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Your satisfaction is
our priority!

Hyundai introduces a new line of 9-series diesel forklift trucks.
The newly designed 4 wheel Heavy duty counterbalance trucks provide
every operator comfortable driving, increased productivity and easy maintenance.
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New Diesel Forklift with Proven Quality and Advanced Technology
» Maximum performance

» Spacious operator's cab

» Load weight indicator

» OPSS System for safe operation

« Easy serviceability




High Efficiency &
Optimal Performance

Cummins QSL Engine

Powerful Engine

The six cylinders turbo-charged engine is built for power, reliability
and economy. This engine meets EPA Tier 4 and EU stage IV
emission regulation.

Variable Geometry Turbo
Unique sliding nozzle design controls EGR flow and boosts response
at all engine speeds - avoids the need for twin turbo complexity

New CM2350
Improved microprocessor and memory

Clean Crankcase Filter
Removes crankcase emissions and eliminates oil drips or mist for ultra-clean
engine operation



Powerful engine and high technology systems
provide you with enhanced performance
and highest productivity.
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ZF Full-automatic Transmission

Full-automatic transmission gives easy, convenient handling and soft,
smooth shifting. The operator can select two kinds of automatic
modes. (1st <—> 3rd, 2nd <—> 3rd)

Improved Torque converter with stator free wheel provides you fuel
efficiency compared with old model for 4%.

Fully Hydrostatic Power Steering

The hydraulic steering system always guarantees smooth and flexible
steering, preventing over-run and kick-back.

Load Sensing System

Only flow required on cylinders is supplied. It makes energy saving.
(No excessive flow)

Kessler Durable drive axle

The planetary reduction drive axle smoothly delivers desired
torque to the drive wheels.

Increased mast tilting angle

Utilizing the mast tilting angle of 12 degrees
forward and 10 degrees backward, the operator
can perform loading and unloading jobs safely
and rapidly.

Wet Disc Brake System

The wet disc brake system is virtually maintenance free and is enclosed
to protect from dust and water.

Max. Gradeability (loaded)

Max. Travel Speed (Unloaded)

Model Km/h
250D-9 315

Model %
250D-9 312

Faster Travel Speed and Gradeability

The powerful high-output engine provides greater acceleration, better
gradeability and faster travel speed on any tough terrain or slope.
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Best Convenience &
Optimised Ergonomics
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Spacious Operator Cabin

The newly designed cabin was conceived for more space, a wider field of view and operator comfort.

MP3 CD Player

& Remote Control
Bluetooth Hands Free  Centralized Instrument Luxury (Air-suspension+Heat+HeadRest) seat (Option)
Socket (Option) switch Panel

An attractive and adjustable seat, based on a human engineering
design, provides great comfort, safety and durability.
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